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History

V1 05/15/20 First release

Purpose of the document

This document explains:
• How to connect the sensor to Mosa2 application using a USB cable.
• How to update the firmware and application of the sensor using a USB cable.

Copyright

© 2020 Marport. All Rights reserved.
No part of this document may be reproduced, stored in a retrieval system or transmitted in any form by any means;
electronic, mechanical, photocopying or otherwise, without the express written permission from Marport. “Marport ”,
the Marport logo and Software Defined Sonar are registered trademarks of Marport. All other brands, products and
company names mentioned are the trademark and property of its respective owners only. Marport is a division of
Airmar Technology Corporation.

Disclaimer

Marport endeavors to ensure that all information in this document is correct and fairly stated, but does not accept
liability for any errors or omissions.
The present user guide is applicable for the following versions of Mosa2: 02.03.03
Compatible macOS versions: from OS X Mavericks to macOS Catalina (included).
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Connecting the Sensor to Mosa2 by USB

CAUTION:  Always connect the battery before connecting the USB cable. If not, the electronic
board will be damaged.

Important:  Always disconnect the USB cable when you have finished configuring the sensor.

1. Connect the battery to the electronic board of the sensor.

2. Open Mosa2.

3. Connect the water-switch.

4. Disconnect the water-switch.

 After a few seconds, the LED blinks green.

5. Connect the USB cable.

The LED slowly blinks green.
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6. Wait a few seconds for the sensor to be recognized and displayed on Mosa2. Then, click the

USB icon .

The sensor configuration page is displayed. To disconnect the sensor, click Menu  >
Disconnect, then disconnect the USB cable.
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Updating the Sensor

You need to follow a specific procedure when updating a sensor connected by USB.

• You have the firmware file (*.A2F) and the application file (*.A2A).

CAUTION:  Always connect the battery before connecting the USB cable. If not, the electronic
board will be damaged.

1. Press command + E or click Menu  and click User Mode > Expert.

2. To update the firmware, click Upgrade Firmware.

The Firmware Upgrade Wizard opens.

3. Follow the instructions of the wizard.

4. Remove the USB cable as soon as the wizard is at the step 5. CONNECT.

The Firmware Upgrade Wizard closes and the sensor reboots.
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5. To connect again to the sensor, wait for the LED to flash green, then connect the USB cable.

Trouble:  If the sensor stays in bootloader mode, it means the USB cable was not correctly
disconnected during the update process. Update the sensor again.

6. To update the application, click Upgrade Application.

7. Select the application file (*.A2A), then press Apply.

The sensor reboots in bootloader mode.

8. Disconnect the USB cable.

9. Plug the charger, wait 5 seconds, then unplug it to switch to application mode.

10. To connect again to the sensor in configuration mode, connect and disconnect the 
water-switch. Then, connect the USB cable.

Trouble:  If the sensor stays in bootloader mode, it means the USB cable was not correctly
disconnected during the update process. To leave bootloader mode, disconnect the USB cable,
plug and unplug the charger or connect and disconnect the battery.
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